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RH-35-MHC-4AC-277
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Example: RPH 70M 6AC 120

Series

RH
RPH'

ing frame with thru-wire junction box. Ex-

NOTES

2 Notavailable in347V.

availability.

Wattage/Lamp  Aperture’
Metal Halide 4
70M PAR38 5
100M PAR38 6
150M? PAR38 7
Ceramic Metal Trim Color
lided
3SMHC PAR20/30 v e
5 PC Pewter
TOMHC PAR20/30/38 UBC Umber
100MHC PAR38 WTC Wheat
CC* Champagne gold
1 Available in 6-inch PAR38 only. MB and GC* Gold
WB trim colors not available, Bcﬁ Black
3 Ceramic arc tube consistent-color lamp, WCE White painted
Philips MasterColor or GE ConstantColor.  MB6.7 Black micro-
4 Refer to chart below for wattage/lamp groove baffle
5 Not recommended for use with HID lamp  WBS7 White micro-

source. Consult factory.
6 Notavailable with finishes.
7 Available in RH 4-, 5- and 6-inch luminaires

only.

groove baffle

l

Voltage  Options/
Accessories
120
2mn See pages
347 176-181.
Finish
(blank) Specular
LD Semi-diffuse

low iridescent
LS Highly specular

ORDERING/PACKAGING OPTIONS

kaging

(13 housing cartons)

are

Fixtures ship as muitipie components using optimized
packaging. Example above ships as:
{Qty 13) GRSH TOM 6 120/277 MED HSG U

(Qty 12) RPH GAC TRIM J4 (3 cartons of 4 tims)
{Qty 1)  RPH 6AC TRIM U (1 carton of 1 trim)

2 Component Packaging

Order housings s umt pack, order tnims as J4 or unil pack

To accommodate the product’s physical configuration as weil as a range of customer handhng and processing needs, two
alternative or

1) Standard Packaging (optimized form)
To order, use a single master catalog number.
Example: (13) RPH 70M AC 120.

as per component order guide listed below.

Housing Only:

GRSH watiage lamp lype aperture yoltage' MED HSG U

Trim Only:

series  aperture. trim color finish TRIM U or J4

NOTES
1 Dual voltages listed on breakouts. Ex: 1201277 or 1200347,
Cat. Wattage/Lamp | Height | Length | Width |Aperture| Ceiling |Overlap
No. H (3] W) Opening| Trim
RH4 35WMHC (PAR20) | 7-3/8(18.7) |18-3/4 (47.6)|17-1/2 (44.5){4-516 (1.0 5 (127) |5-3/8 (137
RH4MB/WB | 35, TOWMHC (PAR20/30) | 8(20.3) [18-3/4 (47.6)[17-1/2(44.5)| ¢-1/B (10.5) | §(12.7) |5-38(13.7)
RHE IEWMHC(PAR20)  |7-3/4 (19.7) [18-3/4 (47.6)[17-1/2 (44.5)| 5(12.7) [5-5/8(14.3) |6-1/4 (15.9)
RHSMB/WE | 35, 70W MHC (PAR20/30) |9-1/4 (23.5) [18-3/4 (47.6) | 17-1/2 (44.5)| 4-3/4 (12.1) | 5-5/8 (14.3) |6-1/4 (15.9)
RHE 35, 7OWMHC (PAR30) _[10-112 (26.7) [18-1/2 (47.0) |17-1/2 (44.5){ 6-1/4 (15.9) [6-7/8 (17.5) |7-1/2 (18.1)
70, 100, 150W M (PAR38)
35WMHC (PAR20/30) 3 57 :
RHEMBWB | 20w paRsag) -3 (289)[18-172 (@7.0)[17-3/4 (45.1)| 6(15.2) |[6-7/8(17.5) |7-1/2 (19.1)
100W MHC (PAR38)
paig | O LONM AR h1-3/8 (28.9) [18-1/2 (47.0)|17-3/4 (45 1)| 5-7/8 (14.9) | 6-7/8 (17.5) |7-1/4 (18.4
70, 100WMHC (PAR38) | ¢ SR o N 1 :
70, 100, 150W M (PAR38)
35W MHC (PAR20/30) : o 35 o 5
RHT oW paRxas | 2 (30.5) [19-1/2(49.5)|17-3/4 (45.1)| 7-1/2 (19.1) | 8-1/8 (20.6) |8-3/4 (22.2)
100W MHC (PAR38)

Drawings for dimensional detail only. May not represent actual mechanical configuration.
Dimensions are shown in inches (centimeters).
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